








AMBULANCE SPECIFICATIONS

Required

*

Must be in compliance with the current Federal KKK
1822 specifications.

Dealer and manufacturer must be registered with the State
of Maryland.

Sound - noise level must not exceed 85 dba in the
nonresponse mode at all seated positions.

Ambulances which exceed 90 dba in either the response mode
or nonresponse mode must be equipped with a voice
activated intercom system (similar to David Clark,
Sigtronics, FireCom, etc.) with two (2) headsets in the
cab and one (1) in the patient compartment. These
headsets shall not be hooked up to the am/fm radio.

Weights - as a minimum, all axles, springs, suspension
components, wheels/tires, steering, etc. must be of

sufficient size for the projected payload plus a 5% load
factor.

Anti-lock brake system must be provided.
Provide a removeable drive shaft loop or cage.

Back step buzzer button located between 48" and 60" above

the ground, accessible while standing on the ground at
either side.

Emergency lights - as a minimum Whelen system 145 strobe
light system.

A paperless tachograph compatible to the Argo Model 1332
FMS which indicates speed, brake application, miles
traveled, emergency light activation, siren activation,
vehicle number, time, and date. Contact the Bureau of
Apparatus Maintenance for exact specifications.

Disposable onboard suction containers.
Ferno-Washington Model 35A or equivalent cot.

An engine hour meter.

Visual and audible alarms to indicate low engine oil
pressures and/or high engine coolant temperature.
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Recommendations

*

Yellow caution directional system,

mounted as high as
practical.

Third brake light,

mounted near center as high as
practical.

Extension cord buzzer button in addition to the backstep
buzzer buttons.

Steering axle stabilizer device - similar to Safe-T-Plus.

Heavier chassis such as IH or Freightliner.





